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About these operating instructions EN
1 About these operating instructions
These operating instructions describe the controller module (wireless) "F2A 
and F6A" (also referred to as "product" in these operating instructions). 
These operating instructions are part of the product.

• You may only use the product if you have fully read and understood these 
operating instructions.

• Verify that these operating instructions are always accessible for any type 
of work performed on or with the product.

• Pass these operating instructions as well as all other product-related doc-
uments on to all owners of the product.

• If you feel that these operating instructions contain errors, inconsisten-
cies, ambiguities or other issues, contact the manufacturer prior to using 
the product.

These operating instructions are protected by copyright and may only be 
used as provided for by the corresponding copyright legislation. We reserve 
the right to modifications.

The manufacturer shall not be liable in any form whatsoever for direct or con-
sequential damage resulting from failure to observe these operating instruc-
tions or from failure to comply with directives, regulations and standards and 
any other statutory requirements applicable at the installation site of the prod-
uct.
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2 Information on safety

2.1 Safety messages and hazard categories
These operating instructions contain safety messages to alert you to poten-
tial hazards and risks. In addition to the instructions provided in these oper-
ating instructions, you must comply with all directives, standards and safety 
regulations applicable at the installation site of the product. Verify that you are 
familiar with all directives, standards and safety regulations and ensure com-
pliance with them prior to using the product.

Safety messages in these operating instructions are highlighted with warning 
symbols and warning words. Depending on the severity of a hazard, the 
safety messages are classified according to different hazard categories.

 

In addition, the following symbols are used in these operating instructions: 

 DANGER
DANGER indicates a hazardous situation, which, if not avoided, will result in 
death or serious injury.

NOTICE
NOTICE indicates a hazardous situation, which, if not avoided, can result in 
equipment damage.

 This is the general safety alert symbol. It alerts to injury haz-
ards or equipment damage. Comply with all safety instruc-
tions in conjunction with this symbol to help avoid possible 
death, injury or equipment damage.

This symbol alerts to hazardous electrical voltage. If this 
symbol is used in a safety message, there is a hazard of 
electric shock.
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2.2 Intended use
This product may only be used to control the room temperature in single 
rooms with an underfloor heating system (heating/cooling).

The product is a part of CosiTherm® and may only be used to control the 
thermostatic actuators via the signals of the room temperature sensors and 
the base module.

Any use other than the application explicitly permitted in these operating 
instructions is not permitted and causes hazards.

Verify that the product is suitable for the application planned by you prior to 
using the product. In doing so, take into account at least the following:

• All directives, standards and safety regulations applicable at the installa-
tion site of the product

• All conditions and data specified for the product

• The conditions of the planned application

In addition, perform a risk assessment in view of the planned application, 
according to an approved risk assessment method, and implement the 
appropriate safety measures, based on the results of the risk assessment. 
Take into account the consequences of installing or integrating the product 
into a system or a plant.

When using the product, perform all work and all other activities in conjunc-
tion with the product in compliance with the conditions specified in the oper-
ating instructions and on the nameplate, as well as with all directives, stand-
ards and safety regulations applicable at the installation site of the product.

2.3 Predictable incorrect application
The product must never be used in the following cases and for the following 
purposes:

• Hazardous area (Ex)
- If the product is operated in hazardous areas, sparks may cause defla-

grations, fires or explosions

• In conjunction with products which are used for health-saving or life-sav-
ing purposes or whose operation may incur hazards to humans, animals 
or property
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2.4 Qualification of personnel
Only appropriately trained persons who are familiar with and understand the 
contents of these operating instructions and all other pertinent product doc-
umentation are authorized to work on and with this product.

These persons must have sufficient technical training, knowledge and expe-
rience and be able to foresee and detect potential hazards that may be 
caused by using the product.

All persons working on and with the product must be fully familiar with all 
directives, standards and safety regulations that must be observed for per-
forming such work.

2.5 Personal protective equipment
Always wear the required personal protective equipment. When performing 
work on and with the product, take into account that hazards may be present 
at the installation site which do not directly result from the product itself.

2.6 Modifications to the product
Only perform work on and with the product which is explicitly described in 
these operating instructions. Do not make any modifications to the product 
which are not described in these operating instructions.

3 Transport and storage
The product may be damaged as a result of improper transport or storage.

NOTICE
INCORRECT HANDLING
• Verify compliance with the specified ambient conditions during transport or 

storage of the product.
• Use the original packaging when transporting the product.
• Store the product in a clean and dry environment.
• Verify that the product is protected against shocks and impact during trans-

port and storage.

Failure to follow these instructions can result in equipment damage.
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4 Product description

4.1 Overview
 

A. Controller module "F2A"

B. Controller module "F6A"

C. End cover

1. Pairing key (LRN key)

2. Catch

3. Operation mains voltage (LED 
green)

4. Thermostatic actuator active 
(LED yellow)

5. Wireless module

6. Terminal block for thermostatic 
actuators

7. Fuse compartment

8. Reset button (CLR button)

44 54
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6
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4.2 Dimensions

4.3 Application example(s)

 

 

Fig. 1: Base module with controller module, timer module, room temperature sensors, 
external antenna and actuators
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With a gateway, the room temperatures can be adjusted via the AFRISO-
home app.

 

Fig. 2: Base module with controller module, timer module, room temperature sensors, 
gateway, external antenna and actuators
 8F2A / F6A



Product description EN
4.4 Function
CosiTherm® is a single room temperature controller used to control the tem-
perature in rooms with underfloor heating system (heat/cool). The product is 
a part of CosiTherm®.

The product with 2 or 6 independent control circuits controls the thermostatic 
actuators via the signals of the room temperature sensors and the base mod-
ule.

Multiple products with 2 or 6 control circuits can be installed adjacent to each 
other.

The room sensors "FT / FTF" transmit the actual temperature and the refer-
ence temperature directly to the product via wireless EnOcean® telegrams.

4.5 Approvals, conformities, certifications
The product complies with:

• EMC Directive (2014/30/EU)

• Low Voltage Directive (2014/35/EU)

• Radio Equipment Directive, RED (2014/53/EU)

• RoHS Directive (2011/65/EU)

4.6 Technical specifications

Parameter F2A F6A
General specifications
Dimensions (W x H x D) 73 x 92 x 45 mm 162 x 92 x 45 mm

Weight 130 g 260 g

Housing material PC/ABS

Ambient conditions
Ambient temperature operation -20 ... 60 °C

Ambient temperature
storage

-20 ... 60 °C

Relative humidity < 70 % non-condensing

Supply voltage
Nominal voltage via base module AC 230 V, DC 5 V

Nominal power
(controller module only)

0.3 W 0.5 W
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*) Note

Fuse for thermostatic actuators T 1 A T 3.15 A

Permissible cable type to ther-
mostatic actuators

H05 VV-H2-F 2 x 0.75 mm²

The following components may be connected to one product
Room temperature sensor Maximum 2 Maximum 6

Thermostatic actuators Per control circuit a maximum of 4 
AFRISO TSA*)

Electrical data
Protection class (EN 60730-1) II

Degree of protection 
(EN 60529)

IP 20

EnOcean® wireless
Frequency 868.3 MHZ

Transmission power Maximum 10 mW

Range See chapter "Information on EnOcean® 
wireless"

EnOcean® Profile Generic Profile (GP)

AFRISO recommends the use of AFRISO actuators to ensure optimum sys-
tem performance. If actuators from other manufacturers are used, the fol-
lowing limit values must be met:

Operating voltage AC 230 V ±10 %, 50 ... 60 Hz

Operating current Maximum 9 mA

Inrush current Maximum 140 mA / 200 ms

Operating power Maximum 2 W

Special characteristic Short-circuit proof, protected against over-
voltage

Actuators of other manufactur-
ers connected per control circuit

Maximum 2

Parameter F2A F6A
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5 Mounting

5.1 Mounting the product
 Verify that the base module is disconnected from mains.

 

1. Open the cover using a screw-
driver.

2. Pull off the end cover.

3. Connect the product to the base 
module. 

4. Secure the product and the base 
module with the catch.
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5. Refit the end cover onto the last 
controller module.

6. Refit the cover.

7. Close the cover.
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5.2 Electrical connection

 DANGER
ELECTRIC SHOCK
• Verify that the degree of protection against electric shock (protection class, 

double insulation) is not reduced by the type of electrical installation.

Failure to follow these instructions will result in death or serious injury.

 DANGER
ELECTRIC SHOCK CAUSED BY LIVE PARTS
• Disconnect the mains voltage supply before performing the work and ensure 

that it cannot be switched on.
• Verify that no hazards can be caused by electrically conductive objects or 

media.

Failure to follow these instructions will result in death or serious injury.

 

 Verify that a connec-
tion concept has 
been created.

 Verify that all cables 
are disconnected 
from power.

1. Strip the cables as 
shown.
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5.2.1 Connecting the thermostatic actuators
 

1. Route the cables of the thermo-
static actuators through the strain 
reliefs (A) and connect the wires 
to the corresponding terminals 
(observe colour coding).

2. Push the stripped wires into the 
terminals all the way to the stop.

3. In the case of flexible wires or for 
disconnecting wires, push the 
catch (B).

A

B
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5.2.2 Fitting the cable clamp
 

1. Fix the cable at the rear of the 
product using the cable clamp (B).

2. Repeat this procedure for all other 
cables.

A

A
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5.3 Mounting modules on a DIN rail
 Verify that all modules (base module and controller modules) are plugged 

together and firmly locked.

 Verify that all cables are connected.

 

3. It is possible to open the cable 
clamps. To do so, pull the two tabs 
(B) outwards and remove the 
cable clamp.

 

1. Fit the modules (base module and 
controller module) onto the DIN 
rail with the upper clamps.

2. Push the lower end of the mod-
ules (base module and controller 
module) towards the DIN rail until 
they snap in with a click.

B

B
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5.4 Removing modules from a DIN rail
 

1. Slightly lift the modules (base 
module and controller modules) 
and tilt the top away from the DIN 
rail.

2. Remove the modules (base mod-
ule and controller modules) 
towards the bottom.
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5.5 Connecting the adhesive antenna

  Verify that the base module is disconnected from mains.

5.5.1 Mounting an adhesive antenna
If the conditions in the building allow for sufficient reception, you can 
mount the adhesive antenna in the cabinet. If no sufficient reception is 
possible in the cabinet, the adhesive antenna must be mounted outside of 
the cabinet.

 To determine the required antenna position, the product must be con-
nected to the room temperature sensors (see "Commissioning"). 

NOTICE
ELECTROSTATIC DISCHARGE
• Always earth yourself before touching electronic components.

Failure to follow these instructions can result in equipment damage.

 

1. Open the cover of the product.

2. Push the antenna cable onto the 
wireless module and screw it on.

3. Close the cover of the product.
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1. Open/remove the cover of the cabinet.

2. In order to determine the optimum position of the antenna, fix it tempo-
rarily in the cabinet using easily removable adhesive tape.

3. Close the cover of the cabinet.

4. Temporarily position the room temperature sensors in the rooms in 
which you will ultimately install them.

5. Set all room temperature sensors to maximum temperature and wait for 
at least one minute.

If the reception is sufficient with the adhesive antenna in the cabinet:

1. Open/remove the cover of the cabinet.
- All control circuits are in heating mode.
- The yellow LEDs light.

2. Close the cover of the cabinet.

3. Set all room temperature sensors to minimum temperature and wait for 
at least five minutes.

4. Open/remove the cover of the cabinet.
- All control circuits are off.
- The yellow LEDs are off.

5. Remove the protective film from the adhesive antenna and push the 
adhesive antenna onto the previously selected spot.

6. Close the cover of the cabinet.

If the reception is not sufficient with the adhesive antenna in the cabinet, the 
adhesive antenna must be mounted outside of the cabinet.

1. Open/remove the cover of the 
cabinet.
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Antenna angular SMA connector (optional)

5.5.2 Terminating
1. Refit the cover of the product and close it.

2. Install the room temperature sensors "FT / FTF" in the appropriate 
rooms. Observe the assignment room temperature sensor/control cir-
cuit/room when doing so.

2. Drill a hole into the inside of the 
cabinet using a power drill.

3. Route the cable through the 
drilled hole.

4. Push the antenna connector onto 
the connection module WL and 
screw it on.

5. Remove the protective film from 
the adhesive antenna and push 
the adhesive antenna onto the 
outer edge of the cabinet.

6. Close the cover of the cabinet.

If the reception is not sufficient with 
the adhesive antenna in the cabinet, 
you can mount an antenna with an 
angular SMA connector at the out-
side of the cabinet.
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6 Commissioning

6.1 Commissioning the product
 Verify that the modules are properly connected.

 Verify that the product is properly mounted to the DIN rail.

 Verify that the antenna has been properly mounted.

1. Apply mains voltage.
- The green LEDs for operation of the base module and the product light 

up.

6.2 Connecting room temperature sensors "FT / FTF" to the product

6.2.1 Preparation
Verify that the single room temperature controller is in operation and 

that the cover of the controller module has been removed.

Verify that the room temperature sensors "FT / FTF" have been 
exposed to sunlight for at least one day or that they have a battery.

Verify that all devices to be paired are in the vicinity of the product.

Verify that the rear side of each of the room temperature sensors "FT /
FTF" are numbered consecutively and marked with the place of use. 
This helps to avoid subsequent confusion.

Verify that a paper clip bent open and a ballpoint pen are available.

Reset the controller module to the factory settings ("Unpairing all room 
temperature sensor/reset").
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6.2.2 Pairing
 

1. Press the LRN key (C) of the con-
troller module with the tip of the 
ballpoint pen until the yellow 
LED (B) of control circuit 1 starts 
flashing.
- The yellow LED (B) of control 

circuit 1 flashes.
- The red LED (A) "Heat" of the 

base module flashes.
- Control circuit 1 is in pairing 

mode.

2. Within the next 30 seconds, press 
the LRN key (A) of the assigned 
room temperature sensor "FT /
FTF" with the bent open paper 
clip.
- If pairing was successful, the 

yellow LED for control circuit 1 
lights up for several seconds.

- After successful pairing, the yel-
low LED for control circuit 1 
flashes at intervals of one sec-
ond.

3. Press the LRN key (B) of the con-
troller module until the LED (A) for 
the next control circuit flashes.
- The next control circuit is in pair-

ing mode.

4. Proceed as described for step 2 
and the following steps.

BA C

A

A B
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6.2.3 Unpairing

5. Once you have connected the last 
control circuit of the controller 
module, press the LRN key (A) of 
the controller again. 
- The controller module switches 

to normal operating mode.
- No LED flashes.

If you do not press the LRN key of a 
room temperature sensor "FT / FTF" 
in pairing mode (the yellow control 
circuit LED flashes at intervals of one 
second) for a period of 30 seconds, 
the product automatically switches 
back to normal operating mode.

1. Press the LRN key (C) of the con-
troller module with the tip of the 
ballpoint pen until the yellow 
LED (B) of "Control circuit 1" 
starts flashing.
- The yellow LED (B) of control 

circuit 1 flashes.
- The red LED (A) "Heat" of the 

base module flashes.
- Control circuit 1 is in pairing 

mode.

A

BA C
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6.2.4 Unpairing all room temperature sensor/reset

2. If you do not want to unpair control 
circuit 1, press the LRN key (C) of 
the controller module until the 
LED of the next control circuit (B) 
starts flashing. Select the control 
circuit this way.

3. Within the next 30 seconds, press 
the LRN key (A) of the assigned 
room temperature sensor "FT /
FTF" with the bent open paper 
clip.
- If unpairing was successful, the 

yellow LED of the control circuit 
goes out for several seconds.

- After successful unpairing, the 
yellow LED at the control circuit 
flashes at intervals of one sec-
ond.

 

1. Hold down the CLR key (B) of the 
controller module with the tip of 
the ballpoint pen until the yellow 
LED (A) control circuit 1 starts 
flashing at intervals of one sec-
ond.
- All room temperature sensors 

"FT / FTF" paired with this prod-
uct have been unpaired.

- The product is again in pairing 
mode.

BA C

A

BA
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6.3 Function test
Room temperature sensor "FT / FTF"
 Verify that the room temperature is between +15 °C and +25 °C. Test the 

room temperature sensors "FT / FTF" one after another.

1. Verify that the room temperature sensor to be tested is connected to the 
correct control circuit.

2. Set the room temperature sensor to +30 °C.
- After one minute, the yellow LED lights up at the controller module to 

which the room temperature sensor is connected.

3. Repeat this procedure for all other room temperature sensors.

7 Operation

7.1 Overview of the LED signals
 

Indication State Explanation

A.
Operation 
AC 230 V 
(LED green)

Solid lit When mains voltage for the thermostatic 
actuators is applied.

Goes off In the case of power outage.
If the fuse in the base module trips.
If the fuse (1) trips.

B.
LED yellow Solid lit When the room temperature sensor "D /

FT / FTF" connected to this control circuit 
is requesting heating energy or cooling.

Flashes When the control circuit is in pairing mode.

1

ABA B

1
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8 Maintenance
The product is maintenance-free.

9 Troubleshooting
Any malfunctions that cannot be removed by means of the measures 
described in this chapter may only be repaired by the manufacturer.

9.1 Replacing the fuse
 Verify that the mains voltage is interrupted and cannot be switched on.

Problem Possible reason Repair
LED operation mains 
voltage not lit 
(green LED)

No mains voltage Check the power supply

Fuse tripped Check the fuse

LED 5 V operation not lit 
(green LED)

No mains voltage Check the power supply

Fuse tripped Check the fuse

Other malfunctions Power supply unit defec-
tive 

Contact the AFRISO 
service hotline

 

1. Open the cover using a screw-
driver.

Example: Replacing the fuse in the 
base module.
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2. Remove the fuse holder.

 

3. Replace the defective fuse with a 
G fuse insert 5 x 20 mm.

 

4. Insert the fuse holder into the fuse 
compartment.

5. Close the cover.
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10 Decommissioning, disposal
Dispose of the product in compliance with all applicable directives, standards 
and safety regulations.

Electronic components must not be disposed of together with the normal 
household waste.

11 Returning the device
Get in touch with us before returning your product.

12 Warranty
See our terms and conditions at www.afriso.com or your purchase contract 
for information on warranty.

 

1. Disconnect the product from mains.

2. Dismount the product (see chapter "Mounting", reverse 
sequence of steps).

3. Dispose of the product.
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13 Spare parts and accessories

Product

NOTICE
UNSUITABLE PARTS
• Only use genuine spare parts and accessories provided by the manufac-

turer.

Failure to follow these instructions can result in equipment damage.

Product designation Part no. Figure
Controller module "F2A" 78123

Controller module "F6A" 78124
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Spare parts and accessories
Product designation Part no. Figure
Base module "BM" 78112

Room temperature sensor 
FT - wireless

78111

Room temperature sensor 
FTF - wireless

78119

AFRISOhome Gateway 
HG02

78102

Thermostatic actuator 
TSA-02

78882 

Adhesive antenna 78175 -

Antenna angular SMA con-
nector and coaxial cable

78168
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14 Information on EnOcean® wireless

14.1 Range of EnOcean® wireless
Visit www.enocean.com for further information on range planning with 
EnOcean®.

14.2 Additional information on EnOcean® wireless systems
Additional information on planning, installation and operation of EnOcean® 
wireless systems can be found at www.enocean.com.

• Wireless standard

• Wireless technology

• AN001

• AN102

• AN103

14.3 Features of the EnOcean® technology
Visit www.afrisohome.com for documents on EnOcean® technologies.

A variety of videos on AFRISO products can also be found on the AFRISO 
YouTube channel.
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15 Appendix
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